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OPERATION OF THE HURST CUTTERS

1.0 Scope

This document establishes the procedural requirements for operating the Hurst cutters, otherwise known as the “Jaws of Life”. 
2.0 Purpose

The purpose of this procedure is to provide instruction for operating the JL-90 and JL-150 Hurst cutters and the Hurst mini-cutter, in accordance with DD-OP-215 (Reference 3.1.1), and to ensure that the cutting process is performed safely.
3.0 References, Definitions, and Developmental Resources

3.1 References

3.1.1 DD-OP-215, Operation of Hand-Held Power Tools

3.1.2 DD-90-02, Radiation Protection Program for the BCLDP

3.1.3 
3.1.4 
3.1.5 
3.1.6 
3.1.7 
3.1.8 WA-OP-020, Identification, Segregation, Separation, and Documentation of Low Level and Radioactive Mixed Waste

3.1.9 PR-AP-17.1, Operation of the Project Records Management System.

3.2 Definitions



None.
3.3 Developmental Resources


None.


4.0 General

4.1 Equipment, Tools, and Materials

4.1.1 Model JL-90 and/or JL-150 Hurst cutters
4.1.2 Hurst mini-cutter
4.1.3 Multi-tool maniford
4.1.4 Model JL-AP air power unit
4.1.5 1.1 HP electric power unit
4.1.6 Air hoses
4.1.7 Shop tools
4.1.8 Hurst Jaws of Life phosphate ester hydraulic fluid (Monsanto 2361).
4.2 Special Safety Practices

Follow the safety practices and warnings found in Attachments 1 through 5.  Cutting operations involving items known or suspected of being radiologically contaminated shall be performed as to satisfy the requirements of The BCLDP Radiation Protection Program (DD-90-02).  (See Reference 3.1.2).

5.0 Procedure

NOTE:  The following operating steps shall be performed by qualified BCLDP personnel:

5.1 Assemble and operate the Hurst cutters according to Attachments 1 through 5.
5.2 Waste generated by implementing this procedure is handled in accordance with Reference 3.1.3.

6.0 Records

The records, if any, generated by implementing this procedure will be submitted to Project Records, in duplicate, as part of the Work Instruction data package at the conclusion of the prescribed work activity in accordance with Reference 3.1.4.

7.0 Forms, Exhibits, and Attachments

7.1 Forms


None.
7.2 Exhibits

None.

7.3 Attachments

· Attachment 1, Instruction Manual for Models JL-90 and JL-150 Hurst Cutters


· Attachment 2, Instruction Manual for the Hurst Mini-Cutter

· Attachment 3, Instruction Manual for the Multi-Tool Manifold

· Attachment 4, Instruction Manual for Model JL-AP Air Power Unit

· Attachment 5, Instruction Manual for 1.1 HP Electric Power Unit.
ATTACHMENT 1.  INSTRUCTION MANUAL FOR MODELS JL-90 AND JL-150 HURST CUTTERS 
ATTACHMENT 2.  INSTRUCTION MANUAL FOR THE HURST MINI-CUTTER
ATTACHMENT 3.  INSTRUCTION MANUAL FOR THE MULTI-TOOL MANIFOLD
ATTACHMENT 4.  INSTRUCTION MANUAL FOR MODEL JL-AP AIR POWER UNIT
ATTACHMENT 5.  INSTRUCTION MANUAL FOR 1.1 HP ELECTRIC POWER UNIT
� EMBED PBrush  ���





Procedure Status:





[  ]	Non-Critical Procedure�


[X]	Critical Procedure—Procedure 


Qualification Packet (PQP) Required





� EMBED PBrush  ���








_918365401

